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EDGE LIT CEILING
PANEL LIGHTING
2x2 Flat Panel
DLC QUALIFIED PRODUCT
Specification Features:

Input Voltage: AC100-277V
PPower: 40 W
Power Factor: .90
Frequency Range: 50/60 htz
Luminous : 3795 lm @ 4k, 3878 lm @ 5k
Efficacy: 100 lm/watt
CRI: 83
Color Temp.: 3000k, 4000k, 5000k
Viewing Angle: 120 degreeViewing Angle: 120 degree
Led Type: Epistar 2835
Housing Material: Aluminum
Operating Temperature: -68F - 122F
Certifications: UL. DLC, CE RoHs
Lifespan: > 50,000 hrs
Safety: EarthQuake Clips Standard
Dimmable: Dimmable: Yes
Warranty: 5 years
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EDGE LIT CEILING
PANEL LIGHTING
2x4 Flat Panel
DLC QUALIFIED PRODUCT
Specification Features:

Input Voltage: AC100-277V
PPower: 52 W
Power Factor: .90
Frequency Range: 50/60 htz
Luminous : 6397
Efficacy: 130 lm/watt
CRI: 83
Color Temp.: 3000k, 4000k, 5000k
Viewing Angle: 120 degreeViewing Angle: 120 degree
Led Type: Epistar 2835
Housing Material: Aluminum
Operating Temperature: -68F - 122F
Certifications: UL. DLC, CE RoHs
Lifespan: > 70,000 hrs
Safety: EarthQuake Clips Standard
Dimmable: Dimmable: Yes
Warranty: 5 years


